
 

 1 

Carbon nanotubes for coherent spintronic devices 
F. Kuemmeth*, H. O. H. Churchill, P. K. Herring, C. M. Marcus 

Department of Physics, Harvard University, Cambridge, Massachusetts 02138, USA 

*email: kuemmeth@physics.harvard.edu 

 

Abstract:  

Carbon nanotubes bridge the molecular and crystalline quantum worlds, and their 

extraordinary electronic, mechanical and optical properties have attracted enor-

mous attention from a broad scientific community. We review the basic principles 

of fabricating spin-electronic devices based on individual, electrically-gated car-

bon nanotubes, and present experimental efforts to understand their electronic 

and nuclear spin degrees of freedom, which in the future may enable quantum 

applications. 

 
Carbon nanotubes (NTs) have been studied by material scientists since 19521, but 

became a worldwide research focus only after fullerenes were discovered and after sin-
gle-walled carbon nanotubes (SWNTs) were introduced to the research community in 
19932. The simplicity of their synthesis and the diversity of their properties3 quickly pro-
pelled NTs into electronics, optics, nano- and biotechnology research labs around the 
globe. Todayʼs nanofabrication techniques allow access to individual nanotubes, ena-
bling novel integrated circuits4, 5, fast6 or flexible7 transistors, nanomechanical oscilla-
tors8-10 and photoactive devices11-13.  

While the basic electronic properties of NTs have been the subject of previous re-
views14, 15, new quantum mechanical effects have been discovered recently. These are 
related to confinement of carriers in a quantum dot (i.e. a short NT segment displaying 
discrete energy levels), and to spin (i.e. intrinsic angular momentum and magnetic mo-
ment), and may shape the design of future quantum technologies. In this review we de-
scribe methods of fabrication of nanoscale quantum dot (QD) devices based on individ-
ual NTs, and discuss how they provide an understanding of electronic and nuclear spins 
and their interactions in NTs. These efforts are a step toward spintronic devices16 and 
solid-state quantum computation17 based on NTs.  

After reviewing the basics of NT synthesis and electronic properties we focus on 
three recent experiments: The fabrication of clean, suspended QDs and their role in re-
vealing spin-orbit interactions18, the fabrication of top-gated, highly tunable double quan-
tum dots (DQDs) and their response to nuclear spins19, and the potential of charge 
sensing and pulsed-gate techniques to study electronic spin dynamics20. 
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Carbon nanotube synthesis 
 
The synthesis of NTs is simple and inexpensive. For basic research, where small 

quantities of high quality SWNTs are needed, chemical vapor deposition (CVD) is the 
preferred method: gaseous carbon compounds are decomposed in a furnace at tem-
peratures around 1000C and nanotubes are nucleated from nanometer scale catalyst 
particles21, 22. For the experiments described below, either methane or ethylene gas, 
combined with hydrogen, was used. Resulting SWNTs had diameters of d ~ 1-2 nm. 
 
Isotopic engineering  

Nanotubes synthesized from natural hydrocarbons consist of ~ 99% 12C and ~ 1% 
13C. Changing this isotopic composition can be important for several reasons. First, the 
mass difference between 12C and 13C directly affects phonon modes in the nanotube.  
By changing the 13C concentration of the growth gas during NT synthesis and using 
spatially resolved Raman spectroscopy, L. Liu et al.23 elucidated NT growth mecha-
nisms (Fig. 1a, b).  Due to their distinct Raman frequencies, isotopically controlled and 
DNA-functionalized NTs can also serve as selective and bright biomarkers, as recently 
demonstrated by H. Dai and coworkers24. Second, 13C possesses a nuclear spin of 1/2 
(in units of ħ, the quantum of angular momentum), while 12C has zero nuclear spin.  
Electron-nuclear spin interactions in GaAs-based spin qubits have been a fascinating 
research area25-27, motivating new spin-based experiments using NTs. By annealing 
SWNTs filled with 13C enriched fullerenes, F. Simon et al.28 created double-wall nano-
tubes with an inner tube that was predominantly 13C, identified by the redshift of the 
Raman radial breathing mode of the tube (Fig. 1c). Such structures allow, for instance, 
nuclear magnetic resonance studies of 13C SWNTs that are shielded from each other by 
12C shells. Isotopically engineered NT structures may one day allow quantum devices 
that use electron spins for the manipulation and readout of quantum information and nu-
clear spins for its storage29. Developments in this direction will require a detailed under-
standing of both spin-orbit coupling as well as electron-nuclear (hyperfine) coupling in 
nanotubes. This long-term challenge is a principal motivation for the experiments de-
scribed in this review.   
 
Nanotube characterization 

Independent of isotopic composition, NTs grown under identical conditions will ex-
hibit diverse electronic properties due to uncontrolled variation in diameters and chiral-
ity.  A wide range of device parameters and interesting quantum phenomena are en-
countered, ranging from massive, strongly interacting quasiparticles30, 31 to massless 
fermions that travel unimpeded by scattering from Coulomb potentials32, 33. 

The devices we describe here all employ electric potentials produced by gate elec-
trodes to confine and manipulate the tunneling of individual carriers. Because the band 
gap determines the effective mass of a carrier, this parameter is useful for engineering 
tunneling rates. Typically, a back gate (a conductive back plane of the chip on which the 
sample is grown) is used to assess overall gating properties of NTs at room tempera-
ture. Gate response allows the band gap to be estimated, but provides no information 
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about chirality. Techniques under development, based on microscopic photolumines-
cence imaging34,35, light scattering36,37, as well as mechanical transfer methods38 will 
allow fabrication of optical, mechanical, and electronic NT devices with known chirality.  

 
Electronic properties 
 
Small band gap nanotubes 

Tight-binding models suggest that NTs are either semiconducting, with a band gap 
inversely proportional to diameter (Egap ~ 0.7 eV‧nm/d), or metallic, with a linear disper-
sion, E = ħνFk, where νF ~ 8*105 m/s is the Fermi velocity39 and k is the wave vector, 
depending on chirality3, 40, 41. In practice, most metallic nanotubes possess small band 
gaps42-44 of tens of meV, presumably due to curvature45, strain46, 47 and electron-
electron interactions48. While semiconducting nanotubes are attractive for their optical 
properties and room-temperature electronic devices, small band gap nanotubes display 
small effective masses (Egap=2mνF

2) and are therefore ideal for many QD experiments 
in which tunnel couplings depend on both the barrier potential and the effective mass. 
Light mass also mitigates the effects of the disorder, which is present in all devices. 
However, since the barrier potential itself cannot exceed the band gap due to Klein tun-
neling33, the band gap should be sufficiently large to prevent unwanted barrier transpar-
ency via Klein tunneling.  
 
Valley degeneracy and large orbital moments 

It is instructive to visualize the electronic structure of NTs in terms of the linear dis-
persion of graphene, which occurs at two points in momentum space (K and Kʼ) due to 
the inversion symmetry of the graphene lattice. Taken from these Dirac cones, the only 
allowed states for a NT are those that comply with the quantization condition of fitting an 
integer number of Fermi wavelengths around the circumference of the NT (Fig. 2a). 
When the closest quantization line (green) misses the K point, a band gap appears 
along with hyperbolic electron-like and hole-like dispersions near the K point. Ignoring 
spin for the moment, time-reversal symmetry guarantees a second set of energy bands 
with exactly the same energy at the Kʼ point. For a confining potential that is smooth on 
the atomic scale, discrete quantum states can be formed from either the K or Kʼ valley, 
yielding a two-fold degenerate energy spectrum. The valley degeneracy constitutes a 
discrete, two-state quantum degree of freedom (termed isospin) that is insensitive to 
long-wavelength electrical noise, and so is potentially useful as a long-lived quantum 
two-level system, or qubit. Isospin, combined with spin, gives a four-fold degeneracy in 
the electronic spectrum. 

One implication of the Dirac-cone picture is that stationary states formed from one 
valley (green dot in Fig. 2a) carry a persistent current around the nanotube circumfer-
ence, while the opposite valley (purple dot) carries the opposite current. Magnetic mo-
ments associated with these “clockwise” and “counterclockwise” currents are remarka-
bly large, equivalent to several Bohr magnetons (μorb≈3.4μB‧d/nm), and therefore couple 
strongly to external magnetic fields applied parallel to the nanotube axis49 (Fig. 2b). Ex-
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ternal fields can thus be used to tune both the band gap and the energy separation of 
opposite valley states (Fig. 2c).  
 
Suspended carbon nanotubes 
 
Merits of suspension 

Probing the intrinsic symmetries of NTs is challenging unless care is taken during 
nanofabrication to minimize randomizing factors such as disorder from the substrate. 
Non-suspended NTs have revealed the four-fold degeneracy associated with valley and 
spin symmetry, manifested in a four-fold shell structure50, 51 in weakly coupled QDs, as 
well as in a SU(4) Kondo effect52 in the strongly correlated regime. Other phenomena, 
such as electron-hole symmetric level spacings, have only been realized in suspended 
NTs53. The cleanest possible transport studies are achieved in suspended NT devices if 
no device processing is required after CVD growth54. Besides circumventing disorder 
from the substrate and/or due to organic residue from fabrication, these devices allow 
transport studies in a regime where electrons interact strongly due to the large “effective 
fine structure constant” of nanotubes: e2/(2ε0hνF) ~ 1. Due to their versatile applications 
and scientific value for the study of exotic quantum phenomena like Mott insulation48 
and Wigner crystallization31, we briefly describe the fabrication of clean, suspended NT 
devices. We mention that progress has been made to develop suspended, tunable 
DQDs with few electrons and holes33, and that suspended NTs also allow their excep-
tional mechanical properties to be used for nanoscale radio-frequency signal process-
ing, ultra-sensitive mass detection55, and high-Q56 non-linear9, 10 resonators8. 
 
Fabrication 

Critical to realizing clean, suspended NT devices is that electrical contacts and gates 
be compatible with high temperatures and chemistry of CVD nanotube growth. Devices 
shown in Fig. 3 were fabricated by etching and thermally oxidizing doped silicon on an 
insulating oxide, resulting in electrically isolated gate electrodes (Fig. 3a). After pattern-
ing contacts based on metals with high melting points (such as W or Pt, Fig. 3c) and 
dispensing catalyst particles21, the chip was loaded into the CVD furnace. Due to the 
random growth of nanotubes, only a small fraction of devices contains a single, sus-
pended nanotube with good electrical contact and appropriate band gap. It is therefore 
necessary to fabricate large arrays of potential devices with various trench sizes on 
each chip (Fig. 3d) and to characterize their conductance and gating properties after NT 
growth. Fig. 3b shows 4 out of 108 devices on a 6 mm x 6 mm silicon chip (the coloring 
is due to the thickness variation of the polished silicon layer). Using a vacuum probe 
station at various temperatures (room temperature, 70 K and 4 K), the most promising 
devices are selected for wire bonding and measurements in a dilution refrigerator. 

 
Spin-orbit coupling 

In the absence of disorder, electron-electron interactions, and spin-orbit coupling, the 
ground state of the one-electron NT QD is four-fold degenerate, reflecting both spin 
(↑/↓) and valley (K/K’) degeneracies (Fig. 4a). To resolve the four states experimentally 
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via tunneling spectroscopy, a magnetic field parallel to the nanotube axis of 300 mT was 
applied to couple to the spin and orbital moments of a QD containing a single electron18. 
This results in four parallel features in Fig. 4b whose distances are proportional to the 
energy differences between the four quantum states. Moreover, their magnetic field de-
pendence (Fig. 4c) reveals that there are indeed two “clockwise orbits” (K↑ and K↓) and 
two “counterclockwise orbits” (K’↑ and K’↓). Surprisingly, not all four states become 
degenerate at B=0. The electron states with parallel orbital- and spin magnetic moment 
(K↓ and K’↑) appear slightly lower in energy than the states with antiparallel alignment 
(K↑ and K’↓), while the opposite is observed for a one-hole QD. These findings are ex-
plained in terms of spin-orbit coupling, and indicate that such effects cannot be ne-
glected in very clean NTs. Theory suggests that this type of spin-orbit coupling – first 
predicted by T. Ando a decade ago57 and now an active theoretical research field58-67 – 
may allow spin-manipulation by electrical means68 as well as optical control of quantum 
information69-71.  

 
Top-gated quantum dots 
 
Fabrication 

Device fabrication using electron-beam lithography and atomic layer deposition of 
gate oxides yields highly-tunable DQDs with integrated charge sensors. These devices 
allow independent control of charge states and tunnel barriers and constitute a powerful 
platform to study the electron-nuclear (hyperfine) interaction and spin coherence in 13C 
and 12C nanotubes. Fabrication proceeds as follows: Pt/Au alignment marks are pat-
terned by electron-beam lithography followed by patterning of an array of 5 nm thick Fe 
catalyst pads on a small chip (~ 5 mm on a side) of degenerately doped thermally oxi-
dized silicon. The chip is then loaded into a CVD furnace (Fig. 5b) that uses either 12C 
or 13C methane feedstock. Upon identifying straight nanotube segments using a scan-
ning electron microscope (Fig. 5a), devices are contacted with Pd patterned using elec-
tron beam lithography and metal lift-off. Devices are then coated with a 30 nm Al2O3 top-
gate insulator using atomic layer deposition (ALD). To preserve the electronic properties 
of the NTs, a non-covalent functionalization layer (Fig. 6a) using iterated exposure to 
NO2 and trimethylaluminum72 is applied before the Al2O3 ALD process (Fig. 6b). The 
high dielectric constant of Al2O3 enhances the capacitive coupling of the NT to aluminum 
electrodes (top gates) (Fig. 5f). 
 
Conductance through a double quantum dot 

 The gate electrodes (shaded blue in Fig. 5f) create three tunnel barriers: one each 
to the source and drain contacts and one between the left and right dots. Each quantum 
dot can hold between 0 and hundreds of electrons or holes depending on the combina-
tion of voltages applied to the barrier and plunger gates (shaded green).  

The conductance through the DQD sensitively depends on the voltages applied to 
the gate electrodes. The continuous Coulomb oscillations in Fig. 7a (measured at -1 mV 
source-drain bias and temperature ~ 100 mK) indicate that at these gate voltages, the 
DQD merged into a single QD, coupled approximately equally to the left and right gate 
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electrodes. By making the gate voltages more negative (i.e. repelling electrons) and 
raising the middle barrier (i.e. by also setting VM more negative), the number of charges 
(NL, NR) within each QD becomes quantized, with Coulomb blockade operating in both 
dots. This suppresses the overall conductance and limits current flow to specific combi-
nations of gate voltages (“triple points”) that simultaneously lift Coulomb blockade in 
both dots, giving the hexagonal “honeycomb pattern” seen in Fig. 7b. Transport through 
NT DQDs has been studied by various groups73-77 with a particular emphasis on spin 
physics19, 77, 78. 

 
Electron-nuclear interactions 
 
Pauli blockade 

At finite source-drain bias, energy conservation allows current to flow through the 
DQD only in triangular regions near each triple point79 in gate-voltage space. Current 
near the base of the triangle (dashed line in Fig. 8a) reflects the probability of tunneling 
from the ground state of one dot into the ground state of the other. If electron spin 
played no role, the current would be symmetric in applied bias. The experimental data, 
however, is not symmetric in bias, as seen in Fig. 8b. This asymmetry, familiar in semi-
conductor quantum dots and known as spin or Pauli blockade, arises from the filling of 
degenerate orbital levels for asymmetrically loaded devices. In NTs, selection rules for 
both spin and isospin can lead to a generalized Pauli blockade80. An example of Pauli 
blockade, involving spin but not isospin, is shown for illustrative purposes in Figs. 8c,d: 
For forward bias, whenever an electron tunnels into the singlet ground state of (0,2) it 
can tunnel into the left dot (1,1) without changing its spin. For reverse bias, however, 
whenever an electron happens to tunnel into a triplet state in (1,1), it cannot tunnel into 
the (0,2) singlet ground state without flipping its spin (in (0,2) the triplet state is energeti-
cally inaccessible due to the Pauli exclusion principle).  If spin relaxation is slow, these 
blocking events suppress the average reverse base current, making Pauli blockade a 
sensitive probe of spin dynamics. When both spin and isospin are involved, Pauli block-
ade is more complex, but operates in a similar way. 
 
Hyperfine coupling 

Hyperfine interaction between confined electrons and the large number (~ 105) of 
thermally randomized nuclear spins in 13C QDs are expected to affect both the spin and 
isospin lifetime81. However, due to the conservation of energy and the different Zeeman 
splitting of electrons and nuclei, hyperfine-mediated lifting of Pauli blockade should only 
be observable near zero magnetic field. Indeed, the reverse base current in the 13C de-
vice of Fig. 8b shows a sharp maximum at B=0 (Fig. 8e), which is not seen in the 12C 
devices19.  If one estimates the strength of the hyperfine coupling from the width of this 
low-field feature, one obtains an estimate for the hyperfine coupling that is two orders of 
magnitude higher than expected from the small admixture of s-orbitals due to the nano-
tubeʼs curvature82.  We note that in 12C devices with stronger interdot tunneling the re-
verse base current displays a minimum at B=0 (Fig. 8e, bottom panel), suggesting that 



 

 7 

broken time-reversal symmetry facilitates relaxation through spin-orbit coupling. Similar 
behavior has been observed in InAs nanowires83. 

 
Pulsed-gate double quantum dots 
 
Charge sensing 

The ability to measure charge states rather than conductance greatly simplifies DQD 
spin-qubit readout.  As demonstrated in nearly isolated GaAs DQDs, qubit states can be 
coherently manipulated by electrical pulses applied to top gates on a nanosecond time 
scale84, and charge states can be read out within a few microseconds by measuring the 
conductance of a quantum point contact85. Pauli blockade converts spin information into 
charge information, and enables the study of spin relaxation26 and dephasing84 times by 
charge sensing techniques.  The charge state of nanotube QDs can be measured by 
monitoring the conductance through a separately contacted single electron transistor 
fabricated from oxidized aluminum near the nanotube device86, 87, or from the same 
nanotube (Fig. 5g). In the latter case it is capacitively coupled to the DQD with an elec-
trically floating wire (orange). Tuned to the edge of a Coulomb oscillation using gate 
electrodes, the sensor conductance is sensitive to the potential of the coupling wire and 
hence to the charge configuration of the DQD. Using charge sensing techniques, pulsed 
spectroscopy of nearly isolated NT QDs and real time detection of tunneling rates as 
low as 1 Hz have been demonstrated87. 

 
Pulse triangles 

Figure 9 shows the conductance of the charge sensor, gs, as a function of two gate 
voltages applied to the DQD. Without electrical pulses (Fig. 9a) the sensor conductance 
shows four distinct plateaus, corresponding to (0,1), (1,1), (1,2), or (0,2) occupation of 
the DQD. When appropriate electrical pulses are added to the left and right gate voltage 
(and repeated cyclically) the average sensor conductance shows a fifth value inside the 
white triangle in Fig. 9b. This conductance value lies between the (1,1) and (0,2) values 
and is the signature of Pauli blockade. In particular, position M displays the average 
sensor conductance while the DQD is repeatedly emptied (50 ns spent at E), reset into 
a (1,1) state with random spin and isospin orientations (R, 50 ns), and pulsed to the 
measurement point (M, 500 ns). The ground state near M is (0,2), but only some of the 
states loaded at R can tunnel to the (0,2) configuration due to Pauli blockade. Therefore, 
the sensor conductance is closer to the (1,1) plateau than it would be in the absence of 
Pauli blockade. If the waiting time at the measurement point, τM, is increased, more of 
the blocked (1,1) states are able to relax and tunnel into (0,2), and the sensor conduc-
tance approaches the (0,2) plateau. The dependence of the sensor conductance on τM 
therefore reveals the relaxation time of the DQD (Fig. 9c). In this device20 we find that 
the relaxation time decreases with increasing magnetic field, possibly due to phonon-
mediated spin relaxation enabled by spin-orbit coupling, a mechanism that is sup-
pressed at small magnetic fields by Van Vleck cancellation88.  
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Outlook and future challenges 
 
We have described fabrication of controllable quantum devices based on carbon 

nanotubes. This system provides a versatile platform for studying spin and valley selec-
tion rules and relaxation, as well as hyperfine coupling in 13C devices. Given the variabil-
ity of performance observed between different devices, it will be important to distinguish 
effects arising from intrinsic variations (such as chirality) and extrinsic variations (disor-
der due to nanofabrication processes). While suspended devices allow optical identifica-
tion37 of their chirality, as well as clean, tunable DQDs33, they currently do not allow a 
straightforward integration of charge sensing, a powerful tool for the readout of qubit 
states. 

We note that SWNTs grown from purified 12C offer an alternative to other group-IV 
materials which are being pursued as nuclear-spin free host materials for quantum ap-
plications89-92. Future work on 12C nanotubes includes studying the predicted chirality 
and diameter dependence62 of spin-orbit coupling and demonstrating that single spins 
can be manipulated coherently using time-dependent electric fields. Measurements of 
dephasing times in purified 12C devices will be a step toward solid state qubits free of 
decoherence due to nuclei. 

 Major open questions for 13C are whether the surprisingly large hyperfine coupling 
inferred from transport experiments reflects a correct interpretation of the data, what role 
is played by anisotropic hyperfine coupling expected from p-orbitals, and how nuclear 
polarizations affect Pauli blockade and relaxation. Unlike in GaAs QDs, in which millions 
of nuclei of the QD are constantly interacting with a macroscopic ensemble from the 
GaAs substrate, the nuclei of a 13C nanotube may constitute a useful, fully coherent en-
tity rather than an incoherent thermal bath. 

In summary, the future of NT-based spintronic applications depends on a thorough 
understanding and clever use of the electronic properties related to spin, isospin and 
isotopic composition. 
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Figures: 
 
 

 
 

Fig. 1 (a) Scanning electron micrograph of a multi-wall NT array in which the isotopic 
composition changes along each nanotube from 12C to 13C, top to bottom.  (b) Isotopic 
labeling indicates growth by extrusion from catalyst particles fixed to the substrate.  (c) 
Different techniques yield double-wall NTs in which the inner tube is predominantly 12C 
(top trace) or 13C (bottom trace). This shifts the frequency of the radial breathing mode 
of the inner nanotube, revealed here by Raman spectroscopy.  
(Part (a,b) reprinted with permission from ref [23] L. Liu et al., J. Am. Chem. Soc. (2001) 
123, 11502. Copyright 2001 American Chemical Society. Part (c) reprinted with permis-
sion from ref [28] F. Simon et al., Phys. Rev. Lett. (2005) 95, 017401. Copyright 2005 by 
the American Physical Society.) 
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Fig. 2: Orbital electronic structure of NTs.  (a) The quantization condition (gray planes) 
around the nanotube circumference results in four hyperbolic bands (green and purple) 
near the two Dirac points (K ,Kʼ) of graphene. (b) The lowest electron-like states in the K 
and Kʼ valley are equal in energy (green and purple dots in panel a), and constitute a 
clockwise and counterclockwise persistent ring current. (c) The resulting large orbital 
magnetic moments μorb can be employed to lift the valley degeneracy or tune the band-
gap Egap with an external magnetic field B||. 
 
 

 
 
 
Fig. 3 (a) Schematic of the main fabrication steps of a suspended NT quantum dot. No 
processing is needed after CVD growth, resulting in clean NTs. (b) Optical image of the 
bonding pads for four devices before carbon nanotube growth. (c,d) Scanning electron 
micrographs of devices with 1 μm and 0.1 μm wide trenches. The nanotubes and oxide 
sidewalls appear bright in the top view (d).  
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Fig. 4 (a) Understanding the four quantum states of the lowest electronic shell (red). (b) 
At sub-Kelvin temperatures and finite magnetic field the four combinations of clock-
wise/counterclockwise motion (K/K’) and spin up/down (↑/↓) are clearly resolved in a 
suspended device using tunneling spectroscopy. (c) Their magnetic field dependence 
reveals a spin-orbit gap of ΔSO=0.37 meV at zero magnetic field18. 
 
 
 
 

 
 



 15 

 

 
Fig. 5 (a) SWNTs of controlled 12C/13C composition are grown in a tabletop furnace from 
isotopically purified methane (b). Individual NTs are contacted by use of alignment 
marks (c,d) and gated (e) after atomic layer deposition (ALD) of a thin dielectric insula-
tor. (f) The barrier gates (blue) and coupling wire (orange) allow the formation of a dou-
ble quantum dot with integrated charge sensor on the same nanotube. (g) Schematic 
cross section of a finished device. 
 

 
 
Fig. 6 (a) Schematic cross section of a NO2 functionalized NT with one self-terminating 
monolayer of trimethylaluminum. (b) Transmission electron micrograph of a functional-
ized NT with a homogeneous coating of 10 nm aluminum oxide.  
(Reprinted with permission from ref [72] D. B. Farmer et al., Nano Lett. (2006) 6, 699. 
Copyright 2006 American Chemical Society.) 
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Fig. 7: Current Idd through the carbon nanotube as a function of right and left gate volt-
ages. (a) Coulomb oscillations indicate a single quantum dot that is capacitively coupled 
to both the left (L) and right (R) plunger gate. (b) Increasing the middle barrier (M) trans-
forms the quantum dot into a double quantum dot, and the conductance is suppressed 
except near triple points19. 
 
 
 

 
 

Fig. 8: Spin-blockade in a 13C double quantum dot. (a) For positive bias current flow is 
observed near the base of the bias triangles (dashed line). (b) For negative bias current 
flow is strongly suppressed at finite magnetic field, indicating that spin selection rules 
prohibit interdot tunneling as schematically indicated in (d). (e) At zero magnetic field a 
small leakage current appears (top trace, measured near the red dot in panel b), indicat-
ing that electronic spins are efficiently flipped by nuclear spins. In contrast 12C double 
quantum dots (lower trace) manifest a different behavior19. 
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Figure 9: Pulsed-gate measurements of spin-relaxation using charge sensing. (a) The 
conductance of the charge sensor gS is a measure for the charge occupancy of the 
double quantum dot. (b) If the gate voltages are cycled between E, R and M faster than 
the spin-relaxation time, two separated electrons (1,1) may be prevented by their spin 
symmetry from tunneling into one dot (0,2). This results in a pulse triangle (white line) 
whose color sensitively depends on how much time τM is spent at point M. (c) The re-
laxation time is extracted from the dependence of the pulse triangle color on τM at vari-
ous magnetic fields.  
(Parts (a,b) reprinted with permission from ref [20] H. O. H. Churchill et al., Phys. Rev. 

Lett. (2009) 102, 166802. Copyright 2005 by the American Physical Society.) 


